McGuire Manufacturing Co., Inc.
60 Grandview Court
P.O. Box 746 • Cheshire, CT 06410
203-699-1801 • Fax: 203-699-1813
www.mcguiremfg.com

PRODUCT SPECIFICATION

Part No.
LF165, LF165LK

AB1953 Compliant Lavatory Supply

Job Name: Submittal Number:

**Wheel Handle**
Standard Riser Length 12” *

**Loose Key**
Standard Riser Length 12” *

Brass Stem

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LF165</td>
<td>3/8” I.P.S. x 3/8” O.D.</td>
<td>1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1-1/2”</td>
</tr>
<tr>
<td></td>
<td></td>
<td>3/4”</td>
</tr>
<tr>
<td>LF165LK</td>
<td>3/8” I.P.S. x 3/8” O.D.</td>
<td>1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td>2-1/4”</td>
</tr>
<tr>
<td></td>
<td></td>
<td>3/4”</td>
</tr>
</tbody>
</table>

LK designates *Loose Key*
* See options and accessories section for details on product variations.

**Specifications:**
Supply kit shall include chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 3/8 inch IPS. Outlet shall be 3/8 inch compression. Supply kit shall be McGuire ____________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

© 2012 McGuire Manufacturing Co., Inc. All rights reserved / IV Supply Kits & Stops / www.mcguiremfg.com
**Specifications:**

Supply kit shall include chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply kit shall be McGuire __________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

---

**NO.** | **DESCRIPTION** | **ROUGHING MEASUREMENTS**
---|---|---
LF170 | 1/2" Sweat x 3/8" O.D. | A: 1", B: 6-1/4", C: 5-1/2"  
LF170LK | 1/2" Sweat x 3/8" O.D. | A: 1", B: 7", C: 5-1/2"
McGuire Manufacturing Co., Inc.
60 Grandview Court
P.O. Box 746 • Cheshire, CT 06410
203-699-1801 • Fax: 203-699-1813
www.mcguiremfg.com

Product Specification

Part No.
LF175, LF175LK
AB1953 Compliant Lavatory Supply

Wheel Handle

Standard Riser Length 12" *

Loose Key

Standard Riser Length 12" *

Brass Stem

A

B

C

NO. | Description | Roughing Measurements
---|-------------|---------------------
LF175 | 1/2" Sweat x 3/8" O.D. | 1" 1-1/2" 3/4"
LF175LK | 1/2" Sweat x 3/8" O.D. | 1" 2-1/4" 3/4"

LK designates Loose Key
* See options and accessories section for details on product variations.

Specifications:
Supply kit shall include chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch (IPS, sweat, compression). Outlet shall be (3/8, 1/2) inch compression. Supply kit shall be McGuire _________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
**PRODUCT SPECIFICATION**

**Specifications:**

Supply kit shall include chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch (IPS, sweat, compression). Outlet shall be (3/8, 1/2) inch compression. Supply kit shall be McGuire. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

**Part No.**

LF2165, LF2165LK, LF2167, LF2167LK, LF175, LF175LK, LF2165CC, LF2165CCLK

**AB1953 Compliant Lavatory Supply**

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LF2165</td>
<td>1/2” IPS x 3/8” OD, Wheel Handle</td>
<td>1-3/16” 1-1/2” 3/4”</td>
</tr>
<tr>
<td>LF2165LK</td>
<td>1/2” IPS x 3/8” OD, Loose Key</td>
<td>1-3/16” 2-1/4” 3/4”</td>
</tr>
<tr>
<td>LF2167</td>
<td>1/2” IPS x 1/2” OD, Wheel Handle</td>
<td>1-5/16” 1-1/2” 3/4”</td>
</tr>
<tr>
<td>LF2167LK</td>
<td>1/2” IPS x 1/2” OD, Loose Key</td>
<td>1-5/16” 2-1/4” 3/4”</td>
</tr>
<tr>
<td>LF175</td>
<td>1/2” Sweat x 3/8” OD, Wheel Handle</td>
<td>1” 1-1/2” 3/4”</td>
</tr>
<tr>
<td>LF175LK</td>
<td>1/2” Sweat x 3/8” OD, Loose Key</td>
<td>1” 2-1/4” 3/4”</td>
</tr>
<tr>
<td>LF2165CC</td>
<td>1/2” Nominal x 3/8” OD, Wheel Handle</td>
<td>1” 1-3/4” 1”</td>
</tr>
<tr>
<td>LF2165CCLK</td>
<td>1/2” Nominal x 3/8” OD, Loose Key</td>
<td>1” 2-3/8” 1”</td>
</tr>
</tbody>
</table>

Lk designates Loose Key

* See options and accessories section for details on product variations.
Pipe To Compression

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFST01</td>
<td>3/8&quot; I.P.S. x 3/8&quot; O.D.</td>
<td>1&quot; 1-1/2&quot; 3/4&quot;</td>
</tr>
<tr>
<td>LFST01LK</td>
<td>3/8&quot; I.P.S. x 3/8&quot; O.D.</td>
<td>1&quot; 2-1/4&quot; 3/4&quot;</td>
</tr>
</tbody>
</table>

LK designates Loose Key
* See options and accessories section for details on product variations.

Specifications:
Chrome plated brass, AB1953 compliant supply stop valve with full turn brass stem. Inlet shall be 3/8 inch IPS. Outlet shall be 3/8 inch compression. Supply stop shall be McGuire _____________. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
Specifications:

Chrome plated brass, AB1953 compliant supply stop valve with full turn brass stem. Inlet shall be 1/2 inch (IPS, sweat, compression). Outlet shall be (3/8, 1/2) inch compression. Supply stop shall be McGuire protected. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

LK designates Loose Key
See options and accessories section for details on product variations.

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFST02</td>
<td>1/2&quot; IPS x 3/8&quot; OD, Wheel Handle</td>
<td>A: 1-3/16&quot;  B: 1-1/2&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST02LK</td>
<td>1/2&quot; IPS x 3/8&quot; OD, Loose Key</td>
<td>A: 1-3/16&quot;  B: 2-1/4&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST04</td>
<td>1/2&quot; IPS x 1/2&quot; OD, Wheel Handle</td>
<td>A: 1-5/16&quot;  B: 1-1/2&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST04LK</td>
<td>1/2&quot; IPS x 1/2&quot; OD, Loose Key</td>
<td>A: 1-5/16&quot;  B: 2-1/4&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST07</td>
<td>1/2&quot; Sweat x 3/8&quot; OD, Wheel Handle</td>
<td>A: 1&quot;    B: 1-1/2&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST07LK</td>
<td>1/2&quot; Sweat x 3/8&quot; OD, Loose Key</td>
<td>A: 1&quot;    B: 2-1/4&quot;  C: 3/4&quot;</td>
</tr>
<tr>
<td>LFST09</td>
<td>1/2&quot; Nominal x 3/8&quot; OD, Wheel Handle</td>
<td>A: 1&quot;    B: 1-3/4&quot;  C: 1&quot;</td>
</tr>
<tr>
<td>LFST09LK</td>
<td>1/2&quot; Nominal x 3/8&quot; OD, Loose Key</td>
<td>A: 1&quot;    B: 2-3/8&quot;  C: 1&quot;</td>
</tr>
</tbody>
</table>
Sweat with 5" Extension To Compression

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFST082</td>
<td>1/2&quot; Copper Sweat x 3/8&quot; O.D.</td>
<td>1&quot; 6&quot; 5-1/2&quot;</td>
</tr>
<tr>
<td>LFST082LK</td>
<td>1/2&quot; Copper Sweat x 3/8&quot; O.D.</td>
<td>1&quot; 6-7/8&quot; 5-1/2&quot;</td>
</tr>
</tbody>
</table>

LK designates Loose Key
* See options and accessories section for details on product variations.

Specifications:
Chrome plated brass, AB1953 compliant supply stop valve with full turn brass stem. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply stop shall be McGuire ________________. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
**Specifications:**

Supply kit shall include chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply kit shall be McGuire _________________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

**NO.** | **DESCRIPTION** | **ROUGHING MEASUREMENTS** | **A** | **B** | **C**
--- | --- | --- | --- | --- | ---
LF170 | 1/2" Sweat x 3/8" O.D. | | 1" | 6-1/4" | 5-1/2"
LF170LK | 1/2" Sweat x 3/8" O.D. | | 1" | 7" | 5-1/2"

**LK** designates Loose Key

* See options and accessories section for details on product variations.
Specifications:

Supply kit shall include chrome plated heavy pattern AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply kit shall be McGuire _________________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
**Specifications:**

Supply kit shall include chrome plated heavy pattern AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply kit shall be McGuire ______________. Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

---

**NO.** | **DESCRIPTION** | **ROUGHING MEASUREMENTS**
---|---|---
LFH175 | 1/2" Sweat x 3/8" O.D. | 1-3/8" 2" 1"
LFH175LK | 1/2" Sweat x 3/8" O.D. | 1-3/8" 2-7/16" 1"

*LK designates Loose Key

* See options and accessories section for details on product variations.
See options and accessories section for details on product variations.

**Specifications:**

Supply kit shall include heavy pattern chrome plated AB1953 compliant supply stop valves with full turn brass stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged brass with set screw) flange. Inlet shall be 1/2 inch (IPS, compression). Outlet shall be (3/8, 1/2) inch compression. Supply kit shall be McGuire

Supply shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.

© 2011 McGuire Manufacturing Co., Inc. All rights reserved / IV Supply Kits & Stops / www.mcguiremfg.com
**Specifications:**

Chrome plated brass, AB1953 compliant heavy pattern supply stop valve with full turn brass stem. Inlet shall be 1/2 inch (IPS, compression). Outlet shall be (3/8, 1/2) inch compression. Supply stop shall be McGuire® AB1953 certified by recognized authority and bear manufacturer and testing mark.
Pipe to Pipe with Stuffing Box

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFHST05LKSB</td>
<td>3/8&quot; I.P.S. x 3/8&quot; I.P.S.</td>
<td>A: 1&quot;  B: 3-1/16&quot;  C: 1&quot;</td>
</tr>
<tr>
<td>LFHST06LKSB</td>
<td>1/2&quot; I.P.S. x 1/2&quot; I.P.S.</td>
<td>A: 1&quot;  B: 3-1/16&quot;  C: 1-1/8&quot;</td>
</tr>
</tbody>
</table>

LK designates Loose Key
* See options and accessories section for details on product variations.

Specifications:
Chrome plated brass, AB1953 compliant heavy pattern supply stop valve with full turn brass stem. Inlet shall be (3/8, 1/2 inch) IPS. Outlet shall be (3/8, 1/2 inch) IPS. Supply stop shall be McGuire. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
Sweat to Compression

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFHST07</td>
<td>1/2&quot; Copper Sweat x 3/8&quot; O.D.</td>
<td>1-3/8&quot; 2&quot; 1&quot;</td>
</tr>
<tr>
<td>LFHST07LK</td>
<td>1/2&quot; Copper Sweat x 3/8&quot; O.D.</td>
<td>1-3/8&quot; 2-7/16&quot; 1&quot;</td>
</tr>
</tbody>
</table>

LK designates Loose Key
See options and accessories section for details on product variations.

Chrome plated brass, AB1953 compliant heavy pattern supply stop valve with full turn brass stem. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply stop shall be McGuire. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.
Sweat with 5" Extension to Compression

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ROUGHING MEASUREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LFHST082LK</td>
<td>1/2&quot; Copper Sweat x 3/8&quot; O.D.</td>
<td>A: 1-3/8&quot; B: 7-7/16&quot; C: 5-3/4&quot;</td>
</tr>
</tbody>
</table>

LK designates Loose Key
* See options and accessories section for details on product variations.

Specifications:
Chrome plated brass, AB1953 compliant heavy pattern supply stop valve with full turn brass stem. Inlet shall be 1/2 inch sweat. Outlet shall be 3/8 inch compression. Supply stop shall be McGuire________________. Supply stop shall be AB1953 certified by recognized authority and bear manufacturer and testing mark.